Ideal’s Plastic Laminates for Durability and Variety
Ideal laminated doors, modern and economical,

select one or several colors, textures, patterns,

metallic or wood-grain plastic laminates as

manufactured by Formica®, Wilsonart®, Nevamar®,
Laminart®, Pionite® and Micarta®. Specify colors

and alternate your selections by the frame for

vertical stripes or by the door for a checkerboard-

type appearance. Our laminated door construction

has been tested and awarded

UL Class B(ll) fire rating.

Ideal 1000 Series — “L”
lockers showing their
versatility with white vinyl
interiors.

IMAGE 1000

IDEAL:3000

FURNITURE QUALITY
& ECONOMY GRADE

Custom and Standard Designs
e Thermal-Fused Melamine
e 40 Standard Colors
® One Year Warranty

SPECIFICATIONS

Material: 48 Ib. density, industrial
grade particle board.

Assembly: Blunt joint
and nail.

Finish: Thermal-fused low
pressure melamine. Choose
from 40 standard colors.
Samples available upon
request.

Edging: Vinyl T-Molding for
doors and frame. Select from
standard colors: black, white,
grey, sand or brown.

Hinges: Heavy duty
institutional, 2 3/4" five
exposed knuckle (black).

FURNITURE QUALITY
& FIRE RETARDANT

e Custom and Standard Designs

e (Class II-B Fire Retardant

e Unlimited Color Selection

e Formica®, Wilsonart®, Nevamar®,
Pionite®, Laminart®, Micarta® Finishes

e Three Year Warranty
SPECIFICATIONS

Material: Fire-retardant, formaldehyde-
free, 48 Ib. industrial grade particle board.

Assembly: Blunt joint and nail.

Finish: Plastic laminate, class 11-B,
fire-retardant, water resistant, NEMA-LD-1
vertical grade .028” thick high pressure
plastic laminate exposed.

Edging: Vinyl T-Molding for doors and
frame. Select from standard colors: black,
white, grey, sand or brown.

Hinges: Heavy duty institutional, 2 3/4”
five exposed knuckle (black).
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IDEAL 3000-1

FURNITURE QUALITY

& FIRE RETARDANT
Custom and Standard Designs

e (Class II-B Fire Retardant

e Unlimited Color Selection

e Formica®, Wilsonart®, Nevamar®, Pionite®,

Laminart®, Micarta® Finishes
e Three Year Warranty

SPECIFICATIONS

Material: Fire-retardant, formaldehyde-free,
48 Ib. industrial grade particle board.

Assembly: Blunt joint and nail.

Finish: Plastic laminate,
class |1-B, fire-retardant,
water resistant, NEMA-
LD-1 vertical grade .028”
thick high pressure plastic
laminate exposed.
Edging: Vinyl T-Molding
for doors and frame. Select
from standard colors: black,
white, grey, sand or brown.

Hinges: Heavy duty
institutional, 2 3/4" five
exposed knuckle (black).

IDEAL 3000-2
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IDEAL 3000-3

FURNITURE QUALITY
& FIRE RETARDANT

Custom and Standard Designs
e (Class II-B Fire Retardant
e Unlimited Color Selection
e Formica®, Wilsonart®, Nevamar®,

e Three Year Warranty

SPECIFICATIONS

48 Ib. industrial grade particle board.
Assembly: Blunt joint and nail.

Finish: Plastic laminate,
class 11-B, fire-retardant,
water resistant, NEMA-LD-1
vertical grade .028” thick
high pressure plastic

laminate exposed.
Edging: Self-edging to
match plastic laminate,

1mm, 2mm or 3mm PVC
1/8” 1/4” 5/8” lumber.

Hinges: Heavy duty, self-clos-
ing, 6-way adjustable, 125
degree opening
euro-concealed (chrome).

Our Ideal 3000 Series Plastic Laminate
Lockers includes an integral seat and raised
platform. Use any locker model that suits your
needs and select from one of three options for
the raised platform: lower cubby, lower locker
and / or lower platform. For example specify;
Ideal 3000-1 Series Model L, Executive Style
Double Tier Lockers, 12x18x72" PLVT,EH,RP.
This specification includes all of the standard
features of our lockers plus a postformed
plastic laminate benchtop and lower cubby.
The 3000-2 includes a lower locker and our
3000-3 includes a finished lower platform.

idealockers.com | 800-88-IDEAL

Pionite®, Laminart®, Micarta® Finishes

Material: Fire-retardant, formaldehyde-free,
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WATER RESISTANT & FIRE
RETARDANT

Custom and Standard Designs
e (Class II-B Fire Retardant
¢ Unlimited Color Selection
e ASTM Six Cycle Tested Core Materials
e Three Year Warranty

SPECIFICATIONS

Material: Woodstalk Gold MR Fiberboard.
Exceeds ANSI A208, 1-1999 M3 low fuming
resin according to ASTM E 1333-96, and

less than .01 ppm formaldehyde T
emissions.

Assembly: Blunt joint
and nail.

Finish: Plastic laminate, class

|1-B, fire-retardant, water resistant, ]
NEMA-LD-1 vertical grade .028”

thick high pressure

plastic.

FIRE RATED PLASTIC LAMINATE
LOCKERS

Custom and Standard Designs
e C(Class I-A Fire-Retardant
* Unlimited Color Selection
e Complies with HUD 24 CFR 3280 for
Formaldehyde Emission Limit
e Fulfills the requirements of CPAQ1-02
e Three Year Warranty

SPECIFICATIONS

Material: Duraflake FR particleboard UL
approved Class I-A fire-retardant
substrate for all components.

Assembly: Blunt joint and nail.

Finish: Plastic laminate, Class I-A
fire-retardant and scratch resistant,
NEMA-LD-1 vertical grade .032"
thick high pressure plastic laminate
on exposed surfaces.

Dura-FR 1000:

Vinyl T-molding

Exposed Black 5 Knuckle Hinges
Dura-FR 2000:

Plastic Laminate Edging to Match
Concealed Hinges
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ATHLETIC LOCKERS
Custom and Standard Designs

e (Class II-B Fire Retardant

e Unlimited Color Selection

® Available in Formica®, Wilsonart®,
Nevamar®, Laminart®, Pionite® and
Micarta® Finishes

e Three Year Warranty
SPECIFICATIONS

Material: Fire-retardant, formaldehyde-free,
industrial grade particle board.

Assembly: Dowel and glue joining.

laminate, class 11-B,
fire-retardant, water
resistant, NEMA-LD-1
vertical grade .028”

thick high pressure ]
plastic laminate exposed.

Finish: Plastic ‘

COIN COLLECTION LOCKERS
Custom and Standard Designs

e Class II-B Fire Retardant

e Unlimited Color Selection

® One to Six Coin Operation

e Common Collection Tube

e Three Year Warranty

e Security Vault

SPECIFICATIONS

Material: Fire-Retardant,
Formaldehyde-Free, 48-Ib. Industrial
Grade Particleboard

Assembly: Blunt Joint and Nail

Finish: Plastic laminate, class I1-B,
fire-retardant, water resistant,
NEMA-LD-1 vertical grade .028” thick
high-pressure plastic laminate exposed.

Secura 1000:
Vinyl T-molding

Secura 2000:
Edging to match

Exposed Hinges Plastic Laminate

Concealed Hinges



FURNITURE QUALITY

For short term storage of non-valuable
personal belongings in areas such

as aerobic rooms, reception areas

or lobbies, weight rooms, etc. Our
cubbies include water-resistant,
fire-retardant high-pressure plastic
laminate on all exposed surfaces and
are available in standard frame sizes
of 12”7 x 18" x 72" with either three,
four, five or six storage spaces or
custom sizes to satisfy your facilities
requirements.

FURNITURE QUALITY

Small, durable and attractive,

our wallet lockers or valuables

vaults are available in your choice

of decorative, high-pressured plastic
laminate with either keyed or dial
combination locksets. Set them on
your countertop or hang them on the
wall. The wallet lockers are custom
built to your specific requirements.

FIVE TIER WALLET LOCKER
with keyed locks

® @ 8 ™Y Aval.lable variations of plastic
I ); : 2 [ laminate door styles for that

l ] more custom appearance.

Rio Door
Eclipse Door
Deserée
Door
EXTERIOR FINISHES
o D WM Pionite

FORMICAe  jaizamiiiniis  Oconmmmwinee  WILSONART J11

BRAND INTERNATIONAL Deepralive Surfaces
formica.com laminart.com nevamar.com wilsonart.com pionite.com

Ideal offers a virtually limitless number of exterior laminates
from these fine companies. Plastic laminates are available in
solid colors, patterns, metallics, simulated woodgrains and
more. Please visit these manufacturers’ websites to see the vast
selection availble for your Ideal lockers.

idealockers.com | 800-88-IDEAL
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